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Product family

PICCO
Ceiling lamp made of aluminum, housing in fine structure black (RAL9005) or white (RAL9016), equipped with highly 
efficient LED boards 8W, CRI> 80Ra, incl. fastening material, protection class: IP54, phase start and phase cut dimmable

• housing colors black matt (RAL9005) or white
       matt (RAL9016) powder-coated

CHARACTERISTIC

• degree of protection IP54
• LED beam angle 30°

• minimalist design

ADVANTAGES

• phase start and phase cut dimmable

• 2 types to choose from (ROUND, SQUARE)
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Product overview:

Types:

ROUND SQUARE

Housing color:

RAL9005 black matt RAL9016 white matt

3000K warm white

Light color:

Light emission:

direct

2700K super warm white
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Drawings:

Technical information:

PICCO

LED: Lumens EDC_38C_8W
Total watt: 8W
Net lumen: 671lm 695lm
Kelvin (CCT): 2700K 3000K
Angle: 30°
Protection: IP54
CRI: >80Ra
Light emission: direkt
Life expectancy: 50.000h
Voltage: 100~230V AC/ 230V DC
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item number type watt


Kelvin lense


color

LW25-AFR-05--25- PICCO ROUND 
8W » 2700 «

» 3000 « 30° (Standard)

» B «
black

» W «
whiteLW25-AFS-05--25- PICCO SQUARE

Article overview:


